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See inside for installation manual
or visit www.fi renock.com

©2006-2010 Layout and Design, Firenock, LLC.  All rights reserved. Other company and 
product names mentioned herein may be trademarks of their respective companies.  
Designed by Firenock, LLC in Henry, IL USA.  Assembled in USA with parts from United 
States, Mexico, Japan, Hong Kong, China and Korea, with Firenock LLC’s specifi cations.

SMALL PARTS INSIDE, KEEP OUT OF REACH OF CHILDREN

W A R R A N T Y  I N F O R M A T I O N
Firenock comes with a 30 days warranty to the original 
purchaser in United States.  For details about warranty,  
disclaimer, and refresh services that may be available to this 
product, please refer to www.Firenock.com.  Please consult 
with your local Importer, and/or Distributor for more 
information for all other countries.

LEGAL NOTICE: Please check with local DNR offi ce before harvesting game with a electronic lighted nock.

Firenock, LLC
511 Robert Street

Henry, IL 61537-1146
(815) 780-1695

contact@fi renock.com
www.fi renock.comPrinted in USA

DISCLAIMERS: Firenock is meant to use on arrows for foam targets and big game animals.  
Shooting into hard objects like rocks, concrete blocks, hard wood, screens of video dart 
systems, broad head targets, or small game without the use of optional battery end cap 
can cause the battery wire connector to break or nock to crack.  Firenock circuits can be 
damaged with prolonged exposure by moisture and blood. Glue the matched weight into 
the nock to prevent damage of arrow due to breaking free of the matched weight when 
excessive force at targets.

The Firenock Advantage
• Firenock cannot be shut off for 4-8 seconds once it is activated; the circuit’s logic protects Firenock against 

bone hits and shock from shutting off the light.  Shock that usually shuts off the light in other brands’ product 
would have no effect in Firenock.  Thus the light is lit at the most critical moment.

• Firenock turns on automatically when you fi re the arrow, no physical contact (button) is required.
• Long lasting focus beam LED; Firenock with its standard battery will stay lit up to 24 hours. 
• Firenock will not affect nock tuning since it does not need any actuator to turn on and off
• Firenock is easy to install; no battery stopper, no glue, no heat, or no other tool is needed.
• No expensive single use mini light stick, and thus no continuous light to spook the game.
• With Ultra smart “G” switch, accidential turn on is virtually eliminated.
• Firenock is amazingly light weight (~25 grains with the nock).
• No protruding metal prongs to damage your arrow shaft.
• Firenock is a shock and knock proof design (with O-ring).
• Gold plated battery connector for extra reliability.
• Firenock is a spin balanced design (with O-ring).
• 3 matched-weight Firenock green nocks are included.
• Battery is fi eld changeable.
• Nock is changeable. (See manual for more details)
• Firenock is proudly designed in the heartland of the US in Henry, Illinois.
 (a city of 2600 people and 5000 deer within the surrounding areas)

The system includes:
3 “H” series hunting circuit w/LED color (front upper right hand corner)
3 matched weights
6 “V” style nock (3 red, 3 green)
3 MIL-spec O-rings
BATTERIES SOLD SEPERATELY

Firenock “V” style nock will fi t most common standard diameter graphite 
arrows/bolts with ID (Internal Diameter) of 0.299” - 0.301”:

Carbon Impact: Stealth XLT
CarbonTech: Hippo
Easton:  Carbon Power Bolt,
 Realtree Carbon Power Bolt
Gold Tip: Ultralight Series-22,
 Ultralight Series-22 Pro, 
 Laser II,
 Pro Laser II
Victory:  VX-22,
 VX-22HV,
 X-Bolt

VISIBLE UP TO 65 YARDS

RESISTANT

Matched-Weight
Practice Nock Included

GOLD PLATED CONNECTOR
FOR EXTRA RELIABILITY

Ultra Smart
“G” Switch Equipped

Needs NO Magnet

SUPER LIGHT WEIGHT

Aerovane™ Equipped

Item# FNLN08
V3

FIT 22 SIZE ARROW (0.300" ID)

Batteries Sold Separately
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